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INTRODUCTION

1.1. Contents

H.264 DVR SYSTEMS

ACH SYSTEM 9CH / 16CH SYSTEM
Ee
=
8sh
User’s Manual MOUSE REMOTE CONTROLLER

% Contents are subject to change without notice.

CAUTION

Danger of explosion if battery is incorrectly replaced.
Replace only with the same or equivalent type
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1.2. Installation Guide

To ensure the product’s best performance, it is recommended to follow below instructions.

O VENTILATION

To prevent from overheating, do not block cover or ventilation.

0 SHOCK

Place the product where can be free from outer physical shock.

O HUMIDITY

Do not place a humidifier near the product as extreme humidity can badly affect the product’s normal operation

0O TEMPERATURE

Avoid dust, humidity and do not place the product where temperature changes extremely.

H.264 DVR
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0O ELECTRIC NOISE

Do not place the product near a microwave, Radio or TV which can generate signal noise due to radio frequency.

O DIRECT RAY OF LIGHT

Direct ray of light can cause abnormal operation. Keep the product away from direct ray of light

T
htas A
/1’\/\
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Y

O VIBRATION

Install the product on even place where no vibration

O INSTALLATION

The socket-outlet shall be installed near the apparatus and shall be easily accessible.
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1.3. Part Name: 4CH

B Front Panel

S 3 @ S ®
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O POWER SWITCH: Used to turn the product on/off and when logging off.

@ Front LED: The LED is turned on when the power is on , search is in active , record is in
active and network is in use.

(® CHANNEL SELECTION: Used to select channel by one channel screen.

@ SPLIT: Used to channel screen division;
1/ 4, Auto Sequential and PIP (Picture In Picture)

® PLAYBACK BUTTONS: Used for operation in playback mode.

® LIVE / SEARCH: Used to change to live / search mode

@ +,- BUTTONS: Used to control PTZ, zoom in/out of time bar and change configurations.
® AUTO/OK , < > ~ Y BUTTONS: Used to control/change configuration.

(9 MENU BUTTON: Used to enter menu mode.

CANCEL BUTTON: Used to cancel and exit.

@ USB: USB storage devices can be connected for backup and upgrade.

B Rear Panel

@ LAN @ MOUSE
® VGA @ VIDEO INPUT
® SPOT OUTPUT ® MONITOR OUTPUT
@ AUDIO OUTPUT ® AUDIO INPUT
(@ RS485, SENSOR INPUT, RELAY OUTPUT POWER INPUT
6
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B Remote Controller (4CH)

@ POWER BUTTON
@ MUTE BUTTON

é MENU BUTTON
@ CANCEL BUTTON
% LIVE MODE BUTTON

% SEARCH MODE BUTTON

cl®.’ CONFIGURATION CONTROL BUTTON

@«

o O
< Al >

PLAYBACK CONTROL BUTTON

BACKUP MENU BUTTON
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1.4. Part Name: 9CH/16CH

B Front Panel

MENU
H I

(O POWER SWITCH: Used to turn the product on/off and when logging off.
@ LED: The LED is turned on when the power is on, search is in active , record is in active and
network is in use.

3® CHANNEL SELECTION: Used to select channel by one channel screen.
@ SPLIT: Used to channel screen division;

4 /9 /16, Auto Sequential and PIP (Picture In Picture)
& PTZ: Used for “PTZ Control” screen
® Force Recording: Change recording mode to force recording mode

(Change setting by full frame on all channels.)

@ PLAYBACK BUTTONS: Used for operation in playback mode.
MENU BUTTON: Used to enter menu mode.
@ CANCEL BUTTON: Used to cancel and exit.
+, - BUTTONS: Used to control PTZ, zoom in/out of time bar and change configurations.
@ AUTO/OK , < > ~ ~ BUTTONS: Used to control/change configuration.
@ USB: USB storage devices can be connected for backup and upgrade.
@ MOUSE: Used for mouse connection only.
LIVE / SEARCH: Used to change to live / search mode

® BACKUP: Used to backup data.
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B Rear Panel

<9CH>

CA

@

@066 e

)-©@-@

@ POWER

@ VIDEO INPUT

(® VIDEO LOOP OUTPUT

@ MULTIPLEX OUTPUT

® SPOT OUTPUT

® AUDIO INPUT (4 CHANNEL)

@ AUDIO OUTPUT LAN

@ RS232 VGA

@ SENSOR INPUT ©@ RS485

® RELAY OUTPUT

E——————————— " ©_
9
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B Remote Controller (9CH / 16CH)

POWER BUTTON

FORCE RECORDING BUTTON
ZOOM IN / CHANGE BUTTON n n
ZOOM OUT / CHANGE BUTTON a :
MENU BUTTON n
CANCEL BUTTON
LIVE MODE BUTTON

SEARCH MODE BUTTON

A ALYAY X

2 a &
@ CONFIGURATION CONTROL BUTTON
aP

D o o ®6 060

PLAYBACK CONTROL BUTTON e
P a |

'| |
@ PTZ CONTAROL BUTTON i ||
|

@ SPLIT SCREEN MODE BUTTON

@ SWITCH SCREEN MODE BUTTON

e BACKUP MENU BUTTON

10
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1.5. Specifications

B Specifications

SPECIFICATIONS

4CH

9CH

16CH

Operating System

Embedded Linux

Compression

H.264 Hardware Codec

Multiplexer Functionality

Triplex (Live, Record, Playback, Network at the same time)

Recording Resolution

D1, Half D1, CIF

Displaying Speed

PAL 100fps,
NTSC 120fps

PAL 225fps,
NTSC 270fps

PAL 400fps,
NTSC 480fps

Recording Speed

PAL 100fps, NTSC 120fps @ CIF resolution

Video Input/Loop Output

4/0BNC

9/9

16/16

Video Output

2 BNC Composite (Spot, and Monitor), 1 VGA

Audio Input/ Output(RCA cable)

1line/ 1 line

4 line /1 line

Sensor Input/Relay Output

4 line /1 line

8 line /4 line

16 line / 4 line

Display Mode

1/4 and sequential, PIP

PIP

1/4/9 and Sequential,

1/4/9/16 and
Sequential, PIP

Backup Media

USB Flash Drive,
Network Backup

USB Flash Drive, DVD/W(Option), Network

Backup

Storage Media

Max 1 HDD, Front 1

Max 3 HDDs, 1 USB memory

uUsB
Recording Mode Method Motion detection and Sensor
System Control Mouse and Remote Mouse, Remote Controller
controller and Front Key Button
Communication Port RS-485 RS232C, RS485

Network LAN(Ethernet RJ-45, 10/100 base), DDNS, TCP-IP
Dimension 4CH 9CH 16CH
Size(mm) 320(W)x255(D)x60(H) 430(W)x440(D)x88(H)
Weight 3Kg 7.5Kg 8Kg
Power 12v DC 3.33A AC 100V ~ 240V, 50/60Hz
Operating Temperature 0°C~40°C

Operating Humidity 10~80% RH

* The contents of this specification may change without notice.

11
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2.1. Startup Screen

To start DVR system, press power switch on front panel or power button on remote controller.

S

As DVR starts, the system will detect NTSC/PAL automatically.

In a few seconds, live images would be displayed.
The above screen will appear as DVR system starts when booting is finished.

This may take up to 1 minute to check the system status.

"
13
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2.2.Login
&Amsrm

USER adma nflE

PASSWORD

The factory default values for User and Password are “admin” and no password.

How to login DVR system:
1. Use to change the user level.

2. Insert Password by click input area. Max 5 numeric characters are required.

(You will see the numeric buttons to select)

3. Click m to execute HRO4 system.
To specify password to users, certain configurations are required
(Menu/System/Password).

Only “admin” will have access right to the setup menu.

User Authority:
There are 5 total users: admin, anonymous, userl, user2 and user3

Admin: Access right to Live, Search, Setup and Shutdown
Userl, User2, User3: Access right to Live and Search
Anonymous: Access right to live only

2.3. Exit/Log Out
| #T,LOGOUT

SELECTION LOGOUTHMNE

USER admin
¢ P ASSWORD

How to end DVR system:
1. Press power switch on front panel or power button on remote controller.
2. Select “Exit” and input password and then click “OK” button.

(To logout DVR system, select “Logout” and input password and click “OK” button.)

14
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2.4. Panel Menu

=t CROE

R 1E25/40120/:20/0/87 B0

—— W
t "
3 o
-
—_

To activate the panel menu as above picture, just right click on screen.
To hide “panel menu”, right click on screen again.

Exit button: Log out user or shuts down DVR system.

System Setup button: Setup system configuration.

Search button: Displays search mode.

wal PTZ button: Displays PTZ control button.

PIP button: Enable PIP (Picture in Picture) function.
On PIP mode, click PIP button to change channel in PIP.

E Full screen button: Enlarges the selected camera as full screen view.
@ Split screen button: Shows split screen view (4 / 9/ 16).

E Channel switch mode: Full screen mode with the cameras switching.

15
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2.5. System Configuration

This chapter explains menu for configure system settings.

ASSWORD

1 80 1S Y [, Yl Ll [ ] =

“SYSTEM?” consists of 4 different groups; “OVERVIEW”, “DATE”, “PASSWORD” and
“INITIALIZE”

Overview: Setup OSD, System ID, Auto Switching, Spot Out and Button Buzzer
Date: Setup Date, time, locale and server information.
Password: Setup password for specified user.

Initialize: Initialize log, setting and HDD.

"
16
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B OVERVIEW
SYSTEM > OVERVIEW

Eone . | L
- I'D T LR
AlUHO - SW I T CHI'I'N 1.0 sec  WN-.
s'PlOFTIOU T 1NN
BUT T OINF BIUIZ'Z'ER L ONMNY
LANGUAGE ENG|L I s HERE

B e

OVERVIEW menu enables to set the system ID number of the DVR to synchronize the remote
controller, OSD, Auto-Switching, Spot out channel and Button buzzer.

OSD: Select an OSD(On Screen Display) setting whether to show or not. (ON / OFF)

How to setup ID:
1. Select desired ID between. Default ID value is “11”.
2. For Synchronization with remote controller,
on Remote Controller, Press “Cancel” button until power light is on, then press the ID
selected above. (Example: If System ID is “12”, press “Cancel” button until power light is
on and then press “1” and “2”)

AUTO-SWITCHING: Auto-switching interval is a function that allows a camera to move
to next one at the interval set. (From 1 to 30 seconds can be specified.)

e.g.) Cameral — 10 sec. — Camera2 — 10 sec. — Camera3 ...

SPOTOUT CHANNEL: Select a spot out channel.
(Mode: Channel 1/2/3/4 and auto switch screen)
BUTTON BUZZER: Enable buzzer when button is pressed.

LANGUAGE: LANGUAGE: Changes language setting. (Default: English)
Support 15 languages: English, French, Polish, Russian, Spanish, Italian, Portuguese,
Greek, Hungarian, Danish, Czech, Deutch, Finnish, Hebrew and Turkish.

17
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B Date

p SYSTEM » DATE

DA T E o6/, 1 10/ 20108
I I"ME 185 IF25=00 2
Lo cA IE NewYork Washing!ondDCHNE

SERYER OF FNK

Date and time can be changed in different ways, User setting and synchronize clock with time

server setting.

DATE: Set the date. [ Month / Day / Year |

TIME: Set the time. [ Hour : Minute : Second ]

LOCALE: Select a local time zone.

SERVER: Set the time server to synchronize the time with.

How to setup time server:

1. Select a local time zone on locale.

2. Select time server. If “OFF” is selected, time synchronization will not active.
3. Click “OK” button to apply date configuration.

System will reboot automatically after setup date and time.

Notice) To change the value, select text to change and scroll it by using middle mouse wheel.

. —
18
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B Password

w SYSTEM » PASSWORD

—

SELEEYT O =T |

II. .I i‘,: '._l‘:

CONE INRIM

SELECTION: Select the user to change the password.
(admin / anonymous / userl / user2 / user3)

NEW: Enter a new password. (Max 8 numeric characters are available)

CONFIRM: Enter the new password again for confirmation.

L

19
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H Initialize

SYSTEM ¢ INITIALIZE

o NEW
oONEFE
oONERE

OF FNR

LOG: Select “ON” to initialize log data.

SETTING: Select “ON” to initialize setting of system configuration.
HDD: Select “ON” to initialize HDD data.

FACTORY: Select “ON” to revert to factory default.

Configure each initialize setting and press “OK” button to apply initialization.

"
20
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2.6. Camera Configuration

This chapter explains menu for configure camera settings.

SiSiTEME CHIANNIE L

{C/ATM|EJAFAS COLOoH

EVENT PTZ
{NIE IWOHIK,. AUD IO

I'NFO™

“CAMERA” consists of 4 different groups; “CHANNEL", “COLOR”, “PTZ” and “AUDIO”

CHANNEL: Channel Video/Audio Setup menu to set ON/OFF video and audio.
COLOR: Color Adjust menu to adjust brightness, contrast, saturation and hue value.
PTZ: PTZ configuration menu to setting PTZ device.

AUDIO: Audio configuration menu to assign. (HR09/16 Only)

"
21
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B Channel

CAMERA » CHANNEL

OaT A FERAME
- OMMON
- CC u* 4
C{A'MIEIRFA - 11 &
AUD IO CAMERA 1NE
ARESO LU | ON DINE

DE-IIN-TERACE OFFNE
ND I VIDUAL

- AAME
VENT FRAME .
OQUAL I TY HIGHNFE
| oK | cnCcL

TOTAL FRAME: shows current frame / total max frame when channel configuration is set.
There are two categories to setting channel configuration: COMMON / INDIVIDUAL

[COMMON]: Setting affects all camera channels.
CAMERA: Displays camera number to change settings.

Use buttons to move to the next channel.
AUDIO: Select audio recording condition of all cameras. ( ON / OFF )
(Only 4CH DVR supports this option: 1 CH audio)
RESOLUTION: Select recording resolution of all cameras. ( D1/ Half D1/ CIF)

D1: Max 30fps(NTSC) / 25fps(PAL)
Half D1: Max 60fps(NTSC) / 50fps(PAL)
CIF: Max 120fps(NTSC) / 100fps(PAL)
DE-INTERLACE: Select interlace image process condition of all cameras ( ON / OFF )

[INDIVIDUAL]: Setting affects each camera channels.

FRAME: Configure frame setting for each cameras
(Notice!: Sum of frames cannot exceed max total frame.
Frame cannot exceed value of event frame. )
EVENT FRAME: Configure frame setting for each cameras when event occurs.
(Notice!: Sum of frames cannot exceed max total frame.
QUALITY: Select level of video image quality of all cameras.
Very High, High, Normal, Low, Very Low, Network

(“Network” value get lowest image quality but frequent remote view.)

22
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H Color

CAMERA: Select a camera number to adjust the color settings.

BRIGHTNESS: Adjust the brightness of the camera image using the buttons.

e buttons.

[ ™

CONTRAST: Adjust the contrast of the camera image using the

SATURATION: Adjust the color saturation of the camera image using the buttons.

s buttons.

HUE: Adjust the hue value of the camera image using the
: Changes all values back to default values.
: Apply specified values to all cameras.

: Press “OK” button to save changed color settings.

AL

: Press “CNCL” button to cancel the changed color settings.

"
23
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B PTZ

? CAMERA » PTZ
[
)

-

NONENE

S8 00NE
NONENE

1NE
pEFE
b
| ok | cNcL

CAMERA: Select a camera number to configure PTZ setting.

DEVICE NAME: Select PTZ controller to configure by using the buttons.

DEVICE ID: Set PTZ ID by using the buttons.

FLOW CNTL: Set Flow Control value by using the ol buttons.

BPS: Set BPS(Bit per second) value of PTZ by using the Sl buttons.
PAR: Set Parity of PTZ by using the buttons.

STOP BIT: Set stop bit of PTZ by using the Gld buttons.

DATA BIT: Set data bit of PTZ by using the buttons.

(Notice!: It is not recommended to change Flow Control, Parity, Stop Bit, Data Bit)
Please refer to PTZ controller manual from PTZ manufacturer to get more information about
PTZ setting.

How to Control PTZ
1. Select camera to control PTZ.
2. Click PTZ button (n the panel menu to open PTZ control menu.

or Press PTZ button (@z# ) on front key or remote controller.

24
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B PTZ Control Menu

CA: Select PTZ camera by pressing W buttons.

SP: Specify PTZ control speed by pressing i buttons.

Press arrow buttons to control direction of PTZ camera.
AUTO: Press “AUTO” button to move PTZ direction to auto position.
(Notice!: If camera doesn’t support “AUTO” mode, it will not work.

Auto position can’t be specified by DVR. It can be specified in PTZ camera.)

ZOOM: Control camera zoomin/out (-/+)
FOCU: Adjust camera focusin/out (-/+)

IRIS: Adjust camera Iris

EXIT: Press EXIT button to finish PTZ control

25
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B AUDIO

h CAMER > AUDIO

AWUIDIILO N Y CAMERA 1NN
AUDlIO 2 CAMERAS2EN
AUDlIlO 3 | CAMERA 3NN
AURDIE® & CIAM [E{R[AT N4 W W]

This Audio menu is available on 9CH/16CH DVR only.

AUDIO 1/2/3/4: Select a camera number to set audio

"
26
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2.7. Event Configuration

“Event” consists of 3 different groups; “Sensor”, “Motion” and “Video Loss”
On this menu, devices can be set to respond to different events.

SENSOR: Set sensor event configuration.

(Set sensor mode, sensor type, alarm, alert and duration.)
MOTION: Set motion event configuration.

(Set motion mode, alarm, alert and duration.)
VIDEO LOSS: Set video loss event configuration.

(Set video loss settings, alarm, alert and duration.)

27
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B Sensor

| t | EVENT » SENSOR

|

SIEINISIOIR el
MOD 1 OFFNE
T.YPE N ONF

ALARM OFFNE

A'LER OFFNE
DURAT I'ON OFFNFE

SENSOR: The sensor number to change settings.

Use button to move to next sensor.

MODE: Set sensor mode.

(ON / OFF, if mode is OFF, alarm and alert will not be activated.)
TYPE: Set sensor type. (N.C: Normal Close Type / N.O: Normal Open Type)
ALARM: Set alarm settings.

(ON / OFF, only effective when sensor mode is ON)

I(4CH DVR supports only 1 alarm.)
ALERT: Alert is the beep inside the system that sounds in the case of event.

Set internal alert settings. (ON / OFF)
DURATION: Set duration value of beep sound when alert occurs. (1~10)

Changing value affects to all events.

"
28
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H Motion

f'il EVENT » MOTION
F -

CiHFAININ
MOIDE

MO T (
SENS

AlLAR
ALE
DURATION OFF NN

| ALy AL | ok | cNcL

Motion is a function that enables DVR system to detect every movements or motions by

comparing a frame with its previous frame.

CHANNEL: The channel number to change motion settings.

s button to move to next channel.

Use
MODE: Set motion detection settings.

(ON / OFF, if mode is OFF, alarm and alert will not be activated.)
MOTION ZONE: click m button to set motion detection area.

Refer to next page to detailed instruction.
SENSITIVITY: Set sensitivity of motion detection (Low / Normal / High)

ALARM: Set alarm settings.
(ON / OFF, only effective when mode is ON)

I (4CH DVR supports only 1 alarm.)
ALERT: Set alert settings. (ON / OFF, only effective when mode is ON)

DURATION: Set duration value of beep sound when alert occurs. (1~10)

Changing value affects to all events.

29
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B Motion Zone

CiAME RA

KO D E MOV E

L.l. " N 1_1

| SELECT ALL
| UNSELECT ALL
| SAVE

I EXIT

(S ]

How to select motion detection zone:

1. Use mouse to specify detection zone.

2. Drag & Drop will change the property of area.(Selected / Unselected)
MODE: Shows current activation (Move / Selection / Unselection)
Clear Screen area: Selected motion detection zone.

Green Screen area: Unselected motion detection zone.

3. Right click to show the menu to select / unselect / save.

SELECT ALL: Select whole area as motion detection zone.
UNSELECT ALL: Unselect whole area as motion detection zone.
SAVE: Save current selection and go out from motion zone screen.

EXIT: cancel current selection and go out from motion zone screen.

"
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B Video Loss
jl t | EVENT » VIDEO LOSS
F-u -

CiHIAININIESL
MODE

ALAHRM

ALERT

DURAT I'ON

CHANNEL: The channel number to change video signal settings.

Use button to move to next channel.

MODE: Set video signal settings.

(ON / OFF, if mode is OFF, alarm and alert will not active.)
ALARM: Set alarm settings.

( ON / OFF, only effective when mode is ON )

I( 4CH DVR supports only 1 alarm)
ALERT: Set Alert Settings.

( ON / OFF, only effective when mode is ON )
DURATION: Set duration value of beep sound when alert occurs. (1~10)

Changing value affects to all events.

"
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2.8. Network Configuration

This chapter explains menu for configure network settings.

* SETUP

S YST'EM risi= 77 1 |-

CAMERA PORT

E VIEINIT DDNS

{ E'N

TCP/IP: Setup TCP / IP settings.
(Sets IP type, Bandwidth, IP address, Gateway, Subnet Mask;,)
PORT: Setup TCP / IP port to access by web and application.
(Sets Web, Playback and live port)
DDNS: Setup Dynamic DNS server settings. (Sets DDNS mode, port, domain name and
interval time)
CMS: Setup CMS server settings (Sets CMS mode, IP address and port)
EVENT FILTER: Specify events to send to CMS server.

Notice!: CMS connection is supported by 4CH DVR only.
9CH/16CH DVR will support CMS on the future release.

"
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m TCP/IP

NETWORK » TCP/IP

CONF I G - - M F
BANDWIDTH ] bpsHFE
IP ADDRESS 192 168 o2k

GATEWA?Y Q2 58 T |
SUBNET MASK 2hh 2855 _ 255 000
DNS 5 B 2 B 06 3 0ol

CONFIG: Set the IP type. (DHCP IP / STATIC IP)
BANDWIDTH: Set the network bandwidth. (AUTO / 10Mbps / 100Mbps)
In most cases, AUTO is recommended to set.
“AUTO’ mode detects bandwidth of network connection automatically.
IP ADDRESS: Set the IP address on “Static IP mode”.
GATEWAY: Set the gateway address on “Static IP mode”.
SUBNET MASK: Set the subnet mask address on “Static IP mode”.
DNS: Set the DNS address on “Static IP mode”.

I(Notice: If CONFIG is selected as “DHCP IP”, “IP Address”, “Gateway”, “Subnet Mask” and
“DNS” will be inactive.)

"
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B PORT

@ NETWORK » TCP/IP » PORT

WEBRB
PUlsATEB'A C K
L IBYE nig9rorei2

WEB: Set the web(HTTP) port to access through web browser. (Default: 80)
PLAYBACK: Set the playback port to access playback video through client software.
(Default: 9091)

LIVE: Set the live port to access live video through client software. (Default: 9092)

"
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B DDNS

@ NETWORK » DDNS

MODE QOF FM®

S R \V.E'H diviir d niisiiinllell

P ORY 655 00
DORMA |'N diwir d n's nel

INTERWVAL 3 Min NE

DDNS is a service allowing a dynamic IP address to have a static domain name, so users can

easily reach the IP address regardless of IP change.

MODE: Set the DDNS server mode as ON to use DNS server. (ON/OFF)

SERVER: Display address of DDNS server (www.dvrdns.net)

PORT: Default value 65500 is recommended to set.

DOMAIN: Once you registered an ID onto DNS Server, input ID.

INTERVAL: Select a proper time interval (1~60) so DVR system communicates with the DDNS

server to brings IP address at the interval set.

How to register domain name to DDNS server:

1.

N o gk~ b

Access” www.dvrdns.net”.

Select language as “English”.

Click link of “Registering New Domain”.

Input domain name and click “Register” button”.
Click link of “Updating IP address”.

Input IP Address of DVR and click “Update” button.
Specify DDNS setting in the DDNS menu of DVR.

W o [@dvrdns.net ] E 5

= dvrdns.net - Windows Internet E... |Z||E|r‘5__(|

@@' |&] httpe/ pwwew,durdns v | #2 | % | |

.

dvrdns.net

Language:
Welcome

Greeting
= Registering Mew Domain
m Updating IP Address

» Delefing Existing Domain

@ 2IE w100% -
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B CMS

i ' NETWOR K

MODE
INPAFAIDIDIRIEISIS
PORT 09100

1. In DVR system, go to ‘Menu > Network > CMS’.
2. Switch configurations as “ON” and specify server IP address. (CMS Server IP address)
3. Default Port number is 9100 (Recommended not to modify default value).

4. Click [OK] button and exit menu to continue to event filter setting.

B EVENT FILTER

STEM
JTDOWRN

T I NG C
3 IN/LOG

To receive events from DVR, event filter would be configured in the menu.

1. Go to ‘Menu > Network > EVENT FILTER’

2. Choose events to send and click [OK] button and exit menu to save configurations.
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2.9. Information Configuration

This chapter explains menu for configure system information and firmware update.

i GUR MUARTRIEO!N

S Y SiEMESING G

F/W. UPDATE

WO b

INEO

INFORMATION: Displays product information such as model name, IP address and etc.
SYSTEM LOG: Displays system log data.
F /W UPDATE: Running Firmware update is possible in “F / W UPDATE” menu.

"
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B Information

— INFORMAT ION > SYSTEM |INFO

M OIDIE L B 1 &
L'ANGIUAGE 5 E NGNS H

WPADDARESS 12,6547, . 22 7" N3131%E
MACBNADDRESS 00:17:BD:00:86:3
F /W VEIRSION 4155 6100157207018 1.2°0
0S  VERIS'I'ON EUU%IIJh(KJUUHII 17
LH\DID . STIRZ{E 1'6 ™6 G /136G, (1112 2

5
|
)
)

IEIIT‘I

[y

MODEL: The model name of the product.
LANGUAGE: Shows the language used in the product.
IP ADDRESS: Shows the IP address setting of the product.
MAC ADDRESS: Shows the Mac address setting of the product.
F/W VERSION: The version of the Firmware.
(Shows in order of F/W ver — H/W Ver — Build date)
OS VERSION: The version of the product. (Shows build date)
HDD SIZE: Shows HDD size info. :HDD Usage / Total HDD ( Percentage of HDD usage )

"
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B System Log

g INFORMATION » SYSTEM LOG
-

/0672008 (> |

a dimiin

L.

A gimii
ardmiion
Sitalr
S hiul bt
adm . n

=
s
—
-
=
"}
i
#
4
)
£

o Liaun it

System Log menu shows all of system related log.

= Displays first day of searched log.
< Displays previous day of currently searched log.

‘B: Displays next day of currently searched log.

1. Displays last day of searched log.

- / +: Move to previous / next page of log data.

Log List: System Start, Setting Changed, Normal Shutdown, Login, Logout, Disk Full, Sensor,

Alarm, Motion detection, Alert, Abnormal Shutdown and Video Loss.

"
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B F/W Update

g INFORMATION » F/W UPDATE
-

EAININE sinipio fiwSeinp200i0/gi0akIi0 N B
(3

FILE: Select Firmware file to update.

(Notice: You can recognize its language and build date by file name)

How to execute Firmware Update

1. Put new “Firmware version” file into root folder of USB memory and plug in USB
memory to front USB port of DVR.

2. Select firmware file to update and click “OK” button.

3. When the update is completed, DVR will reboot.

"
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2.10. Search Features

; - '-‘q;-;__ : : .\-qL
iF‘Ef'Haalr\»HD

To activate search mode, press || . button in the panel menu or press “Search” button on the
remote controller.

Time Bar: Display bar to find search data of date and time.
Event Search: Search system related event.

Live: Change to real time live mode.

Backup: Backup image data from saved video.

HH Frame play: move to previous one frame / next one frame.
nu Fast play: play video frames as fast backward / fast forward.

HH Play: play video frames as backward / forward.

n Stop: Stop playback.
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B Time Bar / Calendar

TIME SEARCH

| CALENDAR

2008-08 hlﬂ:fl

MON TUE WED THU FARAI

T
1 ) ':r A 5
e 9 10 11 {6
185 16 167 9
d & 214 215 246
380

Calendar: Select date and then click “OK” button for return to “Time Bar.”

Time Search Steps:

1. Press | ] button to open Time Bar.
2. Click button to open calendar: Select date.
3. Return to Time Bar and select hour and minute to search.

4. Click “OK” button to continue search
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B Event Search

EVENT SEARCH

CAMERA: Select a camera to search events.
(CAMERA1 / CAMERA2 / CAMERA3 / CAMERA4 /| CAMERA ALL)
Event list: Shows Motion / Sensor / Video Loss events.

"
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B Backup

‘, BACKUP

TAREET
CAMEIRA
SETA' R AIE COIRID 2702 2,008

E/NIDBMAE CIOA D 207.0,2 £ 210108
SITTAIRET  B'AIC/KIUIP 2/ 02§72°010'8
ENND JBACKUP 2 /0202008

TARGET: Shows backup device information.
CAMERA: Selects camera to backup.

START RECORD: Shows start time of recorded data.
END RECORD: Shows end time of recorded data.
START BACKUP: Set the start time of backup data.
END BACKUP: Set the end time of backup data.

Backup Steps:

1. Set the start time and end time of backup data.

2. Click “OK” to start backup procedure.

3. When backup procedure begins, data size calculation and backup data saving will be
executed automatically.

(Notice: If free size of USB drive is not enough to save in, backup procedure will be cancelled.)

"
44
H.264 DVR



User’s Manual

CHAPTER 3

WEB DVR
Bd. LOQIN e e 46
B.2. LIVE MOAE.........ooioeeeeeeeeeeee e 47
3.3. S€ArCN MOAE ..o 48
3.4, SettiNng MOAE ..., 49
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o Menu may change for enhanced performance without notice.

3.1. Login

3 DYR SYSTEM - Microsoft Internet Explorer =18 %]

J Flle Edt View Favorkes Tools Help | "

J Gﬁack M > I \j @ ;\J ‘ /7\1586r’th \:1\?‘ Favarites Q“v! =

| address [&] hup:ij125.7.227.23) B [ »
Bl

Digital Video Recorder

USER ID - [
[PASSWORD ; I '

-
Efoore T —

1. Type in an IP address of DVR server by internet explorer.
2. Install ActiveX control first to get image.

3. Input User ID and password and then Log in to control mode of Web DVR.

Authority of User

Admin: have all rights; Live, Search and Setting is available
(Multiple accesses are not allowed)

Userl, User2, User3: have rights; Live, Search is available
(Multiple accesses are not allowed)

Anonymous: Only live view is available
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3.2. Live Mode

Digital Video Recorder

[] @ @ E ™ o~ Selectadisplay mode.
(Full Screen Display /1 /4 /9 /16 CH Display)

= : Select a camera to display or control.

Snapshot: Click to take a snapshot from the live screen.

Snapshot

_ oot | Settings: Click to set DVR configuration.
_ sewings ]

Settings

Use Audio: Click to enable or disable live audio.

[ use Audio

+

Zoom: Zoom in, Zoom out

Iris: Control iris

Focus: Focus in, Focus out

. Pan/Tilt Control
_ search |
_ togout |

Speed: set the speed of PTZ control

Search Search: Click to load search mode
L2ttt Logout: Click to logout of WEB DVR
47
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3.3. Search Mode

Digital Video Recorder

DatefTime

Use Audio

Save: Click to saves data to PC (AVI, BMP and JPEG format)

Date/time: click to open search window to select date and time.

Use Audio

Live

Logout

Use Audio: tick to enable audio.

search x
C. - 1] |1 |2 |3 ‘4 |5 ‘B |? ‘E |9 |‘|I] |11 |12 ‘13 ‘14 ‘15 |‘|B 17 [18 (19 |Z] ‘21 |22 ‘23
P ISP Y S (S I I S O S N S U I O U O S VN I
Cameral
Camera2
Camerad
Camerad
H i
Time Seek J
< I June, 2008 > I
S hTime : | 6/17/2008 11:45:00 AM = i Scal
Sun Mon Tus Wed Thu Fi Sal ey ([ - | zeom s
1 2 2 4 6 & 7 . O .
g 9 1m0 11 12 13 14 n . .
5 16 17 12 19 o Event Recording Mo recarding Event recording + Audio
22 23 24 2B 2% 27 » O O
I ] Recording Some Camerals) recarding Recording + Audio

ok

Playback Control Button:
(Play Backward, Play Forward, Fast Backward, Fast Forward, Stop)

Live: Click to loads live view mode
Logout: Click to logout of Web DVR
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3.4. Setting Mode

Click Soilings button to open Settings configuration menu.
(Notice!: Only admin user can access setting mode on web client software.)
Setting menu may differs between HR04 and HR09/16

B 4CH - Recording

{2 Settings - Windows Internet Explorer [Z||§|r‘$__(|
&) http://125, 7, 227,34 /setup, html v
« Recording [Common]
s Network
o Information Audio | 1 vl
Resolution | D1 v|
DE-INTERACING | Dn ‘|
Duration | 0 sec vl
[Recording]
Frames Event Frames Quality
1 |7 I v || High v|
2 | 7fps ~|(8ps « | High ~|
3 |71 ||| 7 fps v || High v|
4 | 7fps v|[7ps ~ [ High ~|
[Event Recording]
Sensor Motion Video Loss
1 |of ~ |l on || of |
2 |of || on || of |
3 |of ~ /| on || of ~|
4 |of ~ /|| on || of v|
ks
22 @ IEY ® 100% -

Configure recording setting of HR04 Common / Recording / Event Recording
Common: Setting affects all cameras of DVR.
Recording: Specify setting of each camera: Frames / Event Frames / Quality

Event Recording: Specify setting of each camera: Sensor / Motion / Video Loss

After change settings, click “Apply” button to save configuration.
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B 9CH/16CH - Set Frame

2N http:#/125.7.227.33 - Settings - Microsoft Internet Explorer

[Resolution] 2
s Set frame
» Event & Audio Resolution | CIF v|
N e DE-INTERACING [or 3
¢ Information
[SET FRAME]
Frarmes Event Frames Quality
1 |7 fs v |7 fos v || medium v |
2 |?fps V||F"fps V”Medium Vl
3 |71 v (7 fos v || medium v |
4 |71 v |7 fos v || Medivm  ~|
5 |71 v |7 fos v || medium v |
& |7 1fps v|[7 fps v || Medium |
7 |7 v |7 fos v || Medium  +|
g |71fs v|[7 fps v || Medium  +|
9 |71 v |7 fos v || Medium v |
10 |7 fps v |7 fos v || Medium |
11 |?fps V||F"fps V”Medium Vl
12 |7 1ps v (7 fos v || Medium  +|
13 |71s v|[7 fps || Mediom ~ +|
14 |71 v |7 fos v || Medium  ~|
15 |71s v|[7 fps || Mediom ~ +|
16 |71 v |7 fos v || Medium  +|
&] Done © Internet

Configure frame setting of HR 09/16: Resolution / Set Frame
Resolution: Specify resolution and De-Interlace mode.

Set Frame: Specify setting of each camera: Frames / Event Frames / Quality

After change settings, click “Apply” button to save configuration.
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B 9CH/16CH - Event & Audio

) http://125.7.227.33 - Settings - Microsoft Internet Explorer

| TR o [Audio]
: w ﬂudiollCamera'] vl
. Information AiaE [comee2 5
Audio 3 | Carmera 3 V|
Audio 4 | Carnera 4 V|
[Event Recording]
Sensor Mation Wideo Loss
1 |off || of v || of v |
2 |off ~ || of ~ || of v|
2 | of || of v || of v |
4 | Off || of ~ || of ~|
5 | Off || of v || of v |
& |Off || of ~ || of ~|
7 | Of || of v || of v |
g | Of || of ~ || of ~|
g |of ~ || of || of v|
10 |off || of ~ || of ~|
11 | off ~ || of ~ || of v|
12 |off || of v || of v |
13 | off ~ || of ~ || of v|
14 |off || of v || of v |
15 |off || of ~ || of ~|
16 |off || of v || of v |
[Event Duration]
Duration | 10 sec Vl
|
v
&] Dane B Irternet ™

Configure setting of HR 09/16: Audio / Event Recording / Event Duration
Audio: Specify audio for each camera

Event Recording: Specify setting of each camera: Sensor / Motion / Video Loss

After change settings, click “Apply” button to save configuration.
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B 4CH/9CH/16CH — Network

2N http:#/125.7.227.33 - Settings - Microsoft Internet Explorer

Subnet Mask |

+ Setframe [TCP/IP]
« Ewvent & Audio
« Recording
. HMetwark Mode | |
. Information
Bandwidth | |
IF Address | I
Gateway | |
|
|

DN |

[PORT]

web |30 |

Search/Login |9091 I

Li\rel |

[DDNS]

Maode | OF ~|

Server |www.dvrdns.net |

Part 65500 |
Dornain | Ldvrdns. net I
Interval |5 I
é:l & Internet

Configure Network setting of HR System: TCP/IP / PORT / DDNS
TCP/IP: Shows current TCP/IP Setting

PORT: Specify ports of web and search/login

DDNS: Specify DDNS setting

After change settings, click “Apply” button to save configuration.

"
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B 4CH/9CH/16CH — Information

A http://125.7.227.33 - Settings - Microsoft Internet Explorer |Z||§|r‘5__(|

[Information]
+ Setframe

+ Event & Audio
« Recording

+ Metwork Model |
+ Information

Language |ENGLISH

IP Address |125.7.227 33

MaC address |EIEI: 17:B0:00:86:35

Firmmuw are Wersion |41 55-601-200312M

05 Version |EDDB1 126(K20081117)

HOD Usags [30.1GE/136 1GB22.1%)

@j Cone # Internet

Display DVR System information
Show Model name, Language, IP Address, Mac Address, Firmware,

OS Version and HDD Usage.
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