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CMS Overview

INSTALLATION

PC Required specification

OS         :    Windows XP, Windows 2000

CPU       :    2GHz or higher

Memory :    512MB or higher

VGA       :    32MB RAM or higher

Hard Disk Capacity : 20MB or higher

Main Screen Configuration
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Executing the CMS set-up program, the Icon of CMS will be created on 
desktop.

CMS is executed by double clicking the icon.



Registration & Connection of Server

Server : Video Transmitter such as Video Server, IP Camera… which is
               connected to CMS.

1. Registration of server

Registration & Connection of Server

2. Managing server connection using Tree View

Servers registered at Server tab of Setup dialog are shown on Tree View. 
A server’s connection state is distinguishable by colour of the tree node.

- 6 - - 7 -



Live Monitoring

1. Screen mode and channel mapping

1) Mapping channels and video windows

Mapping between Server channel and Display Window
There are two ways to make a mapping between server channel and 
display window.
1. Exclusive mapping
   - Channels of currently selected server are displayed on video windows  
     in orders. Channels of other servers are not displayed.
2. Share mapping
   - All channels of all servers are displayed in the order in the Tree View.

Numbering of Display
Windows

The order numbers of
display windows are
numbered left-to-right,
top-to-bottom starting
from the upper-left
corner window.

Live Monitoring

2) Using various screen modes

Page transition
If the number of channels are larger than the number of video windows in 
current screen mode, they are mapped to more than one pages of display 
windows.
For instance, if the number of total channels is 13 and current display mode 
is 2x2.
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Live Monitoring

3) Active channel

Live Monitoring

4) Display setting
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Live Monitoring

5) Managing favourite group

Live Monitoring

2. Adjusting video input

Adjustable properties of video input
- Brightness, contrast, saturation
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Live Monitoring

3. Audio setup and control

Audio communication modes
CMS -> Server : 1:1 or 1:N (broadcast) mode selectable
Server -> CMS : (In case of selecting Receive) CMS receives audio data from
all servers which enabled audio TX. Only audio from active channel is output 
to PC speaker.

Live Monitoring

4. PTZ control & preset

PTZ Control
   - Support PTZ control for PTZ receivers by major vendors such as Pelco,  
     Samsung
   - We welcome the requirements from customer to add additional PTZ 
     protocols
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Live Monitoring

5. Event and alarm
1) Event monitoring

Live Monitoring

2) Event Search

Event Search window is invoked by pressing Event Search button
             Event Search window consists of two sections: Server event 
and Local (CMS) event. They can be searched in the same way.
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Live Monitoring

3) Alarm(relay) control

6. Still image capture

Recording

1. Overview
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Recording

2. Storage setup

Recording

3. Recording mode and schedule setup

Recording mode(time-lapse mode or combination of various event 
mode) and schedule can be set for each channel. For event-based 
recording, pre/post event recording duration can be set.
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Recording

Record button is used as the master control of recording

Notice: At least one disk(storage) file should be selected for 
         the recording to proceed.

Search and Playback

1. Overview
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Search and Playback

2. Search interface

Search and Playback

3. Search by date and time
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Search and Playback

4. Search by event

Search and Playback

5. Playback control
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Search and Playback Search and Playback

6. Backup
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Security

1. Overview

User authentication is performed on start up of CMS for security 
reason. Depending on the privilege group to which a user belongs, 
some operations are restricted.

Admin user pre-exists as the name ‘admin’. Users of other groups 
can be created only by admin user

Security

2. User groups and privileges

Operations which are not allowed to a user group are restricted in 
two ways:
   - Buttons are disabled
   - Pop-up menus don’t appear on right button click of the mouse
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Security

3. User account management

Only admin can manage user accounts. In fact, ‘Security’ tab on 
Setup dialog is visible only to admin user.

Other Functions

2. Setting DDNS server IP address

For video servers which use old scheme of DDNS service, it is 
necessary to set the IP address of the DDNS server. It is provided 
for compatibility with old models.
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Other Functions

3. Remote setup of server

Other Functions

4. Statistics
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